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SECTION 8-8 SECTION A-A 

COMMERCIAL DUMPSTER PAD TYPE 1 

NOTES: 

1. 'TYPE 1' DUMPSTER PAD IS FOR ALL GENERAL USE PURPOSES INCLUDING RESTAURANT DRY RECYCLABLES APPLICATIONS. 

2. USE 'TYPE 1-R' DUMPSTER PAD FOR RESTAURANT FOOD-WASTE APPLICATIONS ONLY. 

3. ENGINEER SHALL USE THE CURRENT VERSION OF THE FL BLDG. CODE AND PREPARE A COMPLETE STRUCTURAL DESIGN 
FOR THE DUMPSTER PAD AND APPROACH PAD MEETING THE MINIMUM CRITERIA SET FORTH IN THIS CITY STANDARD. 

1------T"'""-----------------------------------.-------1 
Cl TY OF OCALA D- 1 DUMPSTER PAD 

V~rsion of 
APRIL I, 2009 STANDARD L,,_....,;;:=:::;__.a.... _______________ ....... _________________ ....1 ____ __,J 
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COMMERCIAL DUMPSTER PAD TYPE 2 .3 
:, .,_ 

NOTES: / 
"§ 
C 

1. 'TYPE 2' DUMPSTER PAD IS FOR ALL GENERAL USE PURPOSES INCLUDING RESTAURANT DRY RECYCLABLES APPLICATIONS. " E 

e C 

·5 2. USE 'TYPE 2-R' DUMPSTER PAD FOR RESTAURANT FOOD-WASTE APPLICATIONS ONLY . ,,, C 

/ 
3. ENGINEER SHALL USE THE CURRENT VERSION OF THE FL BLDG. CODE AND PREPARE A COMPLETE STRUCTURAL DESIGN FOR THE "' C 

-~ DUMPSTER PAD (INCLUDING FOOTING, 6'-0" MIN. HEIGHT CONC. BLOCK WALLS W/DOWEL RODS, BOND BEAM, WALL CAP, WALL 
"' C SURFACE TREATMEND, AND FOR THE APPROACH PAD, ALL MEETING THE MINIMUM CRITERIA SET FORTH IN THIS CITY STANDARD. "6, 

t---=--,-----------------"T"-------------------,,---------t ;;!, •. 
C 

CITY OF OCALA D - 2 ! 
DUMPSTER PAD I Versionof 

APRIL 1, 2009 / STANDARD 
----J....------------ - --...L.----------------------1...------' / 
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CONC. BLOCK WALL 

~ SET BACK EDGE OF PAD 1-1/2" HIGHER 
THAN FRONT-TOP OF CURB-
POUR PAD AT UNIFORM SLOPE FROM 
BACK-TO-FRONT 

~N. CONC. (@ 28 DAYS) 
1'-6" 

(TYP.) 
W/6,610/10WWM7 

' 6" 0 CONC. FILLED SCH. 60 
STEEL BOLLARD, 5'- O" CLEAR 
HEIGHT, PAINTED 'SAFETY 
YELLOW (TYP. OF 2) 
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COMMERCIAL DUMPSTER PAD TYPE 3 
NOTES: 

1. 'TYPE 3' DUMPSTER PAD IS FOR ALL GENERAL USE PURPOSES INCLUDING RESTAURANT DRY RECYCLABLES APPLICATIONS. 

2. USE 'TYPE 3-R' DUMPSTER PAD FOR RESTAURANT FOOD-WASTE APPLICATIONS ONLY . 

c; 
w 3. ENGINEER SHALL USE THE CURRENT VERSION OF THE FL BLDG. CODE AND PREPARE A COMPLETE STRUCTURAL DESIGN FOR / 

THE DUMPSTER PAD (INCLUDING FOOTING, 6'-0" MIN. HEIGHT CONG. BLOCK WALLS W/DOWEL RODS, BOND BEAM, WALL CAP, "' ·E ., WALL SURFACE TREATMENT, AND GATE POST & GATE DOOR SYSTEM) AND FOR THE APPROACH PAD, ALL MEETING THE MINIMUM ., 
C 

CRITERIA SET FORTH IN THIS CITY STANDARD. ·5, 

t-----,----------------"T""-------------------,r--------1 ~ 
C 

Cl TY OF OCALA -! 
DUMPSTER PAD D- 3 ,,,, 

Version of ! 
APRIL I, 2009 / STANDARD _______________ ...L,.. _________________ ___..__ ___ --1 / 

BOLLARD 

2-#5 BARS 
CONTINUOUS 

CONC. BLOCK WALL -
SEE NOTE 3 BELOW 

6x6 10/10 
WNM 

12" 

.. 

2-#5 BARS 
CONTINUOUS 

1" CHAMFER 
PAVED SURFACE 

2-#5 BARS 
CONTINUOUS 

d 

#4 BARS 
12" OCEW 

b 

SECTION 8-B SECTION A-A 

"-- CONG. BLOCK WALL 

SET BACK EDGE OF PAD 1-1/2" HIGHER 
THAN FRONT-TOP OF CURB -
POUR PAD AT UNIFORM SLOPE FROM 
BACK TO FRONT 

~ • 

WI 6x6 10/10 WNM, BROOM FINISH • 
(TYP.) ~000 PSI MIN. CONG. (@28 DAYS) 

6' HIGH x 6' WIDE 
DOUBLE GATE 

GATE: WALL 
MOUNT OPTION 

PLAN 

C/L WALL 

SET APPROACH PAD LEVEL 

~(@ 
28 DAYS) W/ #4 BARS 12" OCEW,BR7 

~ 
C/LWALL __! 

CANE POST HOLE 
(TYP BOTH SIDES) "' 0 

0 
N --.._ 
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6" 0 CONC. FILLED SCH. 80 
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CLEAR HEIGHT, PAINTED 
'SAFETY YELLOW 
(TYP. OF 2) 
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DUMPSTER PAD ' I APPROACH PAD ' I GRADE SITE TO 

~-~--

b 

BOLLARD 

2-#5 BARS 
CONTINUOUS 

10" 

SECTION B-B 

COMMERCIAL DUMPSTER PAD TYPE 1-R 

NOTES: 

1. 'TYPE 1-R' DUMPSTER PAD IS FOR RESTAURANT FOOD-WASTE APPLICATIONS ONLY . 

2. USE 'TYPE 1' DUMPSTER PAD FOR ALL GENERAL USE PURPOSES INCLUDING RESTAURANT DRY RECYCLABLES APPLICATIONS. 

3. ENGINEER SHALL USE THE CURRENT VERSION OF THE FL BLDG. CODE AND PREPARE A COMPLETE STRUCTURAL DESIGN FOR THE 
DUMPSTER PAD (INCLUDING FOOTING & CONTAINMENT CURB) AND THE APPROACH PAD, BOTH MEETING THE MINIMUM CRITERIA 
SET FORTH IN THIS CITY STANDARD. 

1 · 

.--+-----------------.---------------~ 
SET BACK EDGE OF PAD 
1-1/2" HIGHER THAN 
FRONT-TOP OF CURB -
POUR PAD AT UNIFORM 
SLOPE FROM BACK TO 
FRONT 

1'-6" ~SI MIN. CONG.(@ 
(TYP.) 28 DAYS) BROOM FINISH 

W/6x610/1~ 

6" 0 CONG. FILLED SCH. 80 
. STEEL BOLLARD 5'- O" CLEAR 

HEIGHT, PAINTED 'SAFETY / 
YELLOW (TYP. OF 2) 

L.-.f-.L...----

4" HIGH x 4" WIDE 
CONTAINMENT CURB 

PLAN 

4" WIDE x 4" HIGH CONG. 
CURB FORMED AS PART 
OF OR DOWELED INTO 

DUMPSTER PAD 7 
5'-0" 

12" 

SECTION A-A 

SET PERIMETER EDGE OF / 
APPROACH PAD LEVEL -

POUR PAD AT UNIFORM SLOPE 

FROM EDGE TO AREA DRAIN 

AREA DRAIN - SET 
2" LOWER THAN 
PAD PERIMETER 

"'-""-------+---' 4"0 MIN. SCH 

4000 PSI MIN. CONG. (@ 28 
DAYS), BROOM FINISH, W/ 

#4 B;S 12" 0CEW 7 \ 

I 
GRADE SITE TO 

SLOPE AWAY FROM 

APPROACH PAD IN 

ALL DIRECTIONS 

2-#5 BARS 
CONTINUOUS 

1"CHAMFER 

6" CURB 

90° LONG 
RADIUS BEND 

4" 0 HEAVY-DUTY AREA DRAIN 
(NEENAH R-4034-4 OR EQUAL) -
SET GRATE 2" BELOW APPROACH 
PAD PERIMETER ELEVATION 

PAVED SURFACE 

2 - #5 BARS 
CONTINUOUS 

!_ 4" 0 MIN. SCH 80 PVCP TO CITY STD. 
498-2.2 'GREASE-OIL-SEPARATOR' 
(500 GAL. MIN. CAPACITY)· 
THEN TO STORM SEWER 

80PVCP - TO 
GREASE TRAP 

SLOPE AWAY FROM 
APPROACH PAD IN 
ALL DIRECTIONS 
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CITY OF OCALA D-4 
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MARCH 1, 2009 STANDARD '---=::;__--'------------------'--------------------'--------vi / 
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2-#5 BARS 
CONTINUOUS 

2 - #5 BARS 
CONTINUOUS 

5'-0" 5'-0" 

90° LONG 
RADIUS BEND 

4" 0 MIN. SCH 80 PVCP TO CITY STD. 

SECTION 8-8 SECTION A-A 498-2.2 'GREASE-OIL-SEPARATOR' 
(500 GAL. MIN. CAPACITY) -
THEN TO STORM SEWER 

COMMERCIAL DUMPSTER PAD TYPE 2-R 
NOTES: 

1. TYPE '2-R' DUMPSTER PAD IS FOR RESTAURANT FOOD WASTE APPLICATIONS ONLY. 

2. USE TYPE '2' DUMPSTER PAD FOR ALL GENERAL USE PURPOSES INCLUDING RESTAURANT DRY RECYCLABLES APPLICATIONS. 

3. ENGINEER SHALL USE THE CURRENT VERSION OF THE FL BLDG. CODE AND PREPARE A COMPLETE STRUCTURAL DESIGN FOR 
THE DUMPSTER PAD (INCLUDING FOOTING, 6'-0" MIN. HEIGHT CONG. BLOCK WALLS, BOND BEAM, WALL CAP, WALL SURFACE 
TREATMENTI AND THE APPROACH PAD, ALL MEETING THE MINIMUM CRITERIA SET FORTH IN THIS CITY STANDARD. 

AREA DRAIN - SET 
2" LOWER THAN 
PAD PERIMETER 

4000 PSI MIN. CONG. (@ 28 

GRADE SITE TO 
SLOPE AWAY 
FROM PADIN 
ALL DIRECTIONS 

4" 0 MIN. SCH. 
80 PVCP-TO 

GREASE TRAP 

SET PERIMETER EDGE OF 
APPROACH SLAB LEVEL - V 
POUR PAD AT UNIFORM SLOPE 

b _, --------- SET BACK EDGE OF PAD 1-1/2" HIGHER FROM EDGE TO AREA DRAIN 
'St" THAN FRONT-TOP OF CURB-

POUR PAD AT UNIFORM SLOPE FROM 
BACK TO FRONT 

b ~CONG. (@ 
;.!. 
~ (lYP.) 28 DAYS), BROOM FINISH, 

W/ 6x6 10/10 WWM \ 

DAYS), BROOM FINISH, W/#4 
· ~6" 0 CONC. FILLED SCH. 80 \ 

BARS 12" OCEW ~ l 
b _, STEEL BOLLARD, 5'-0" CLEAR 
'St" HEIGHT, PAINTED 'SAFETY 

YELLOW (lYP. OF 2) I --~ 8 
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SLOPE AWAY 
FROM PAD IN 

PLAN ALL DIRECTIONS 

CONG. BLOCK WALL -
SEE NOTE 3 BELOW 2-#5 BARS 

CONTINUOUS 

4" 0 HEAVY-DUTY AREA DRAIN 
(NEENAH R-4034-4 OR EQUAL) -
SET GRATE 2" BELOW APPROACH 
PAD PERIMETER ELEVATION 
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GATE: POST SET PERIMETER EDGE OF / GRADE SITE TO 
APPROACH PAD LEVEL- SLOPE AWAY MOUNT OPTION 
POUR PAD AT UNIFORM SLOPE FROM PAD IN SET BACK.EDGE OF PAD 1-1/2" 
FROM EDGE TO AREA DRAIN ALL DIRECTIONS HIGHER THAN FRONT-TOP OF CURB -

POUR PAD AT UNIFORM SLOPE 
t---F=t-----4• FROM BACK TO FRONT 

AREA DRAIN - SET 
2" LOWER THAN 
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...._,__.---,,_1 '--6" ~SI MIN. CONC. (@ 
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4" 0 MIN. SCH. 
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2. USE 'TYPE 3' DUMPSTER PAD FOR ALL GENERAL USE PURPOSES INCLUDING RESTAURANT DRY RECYCL'ABLES APPLICATIONS. 

0 3. ENGINEER SHALL USE THE CURRENT VERSION OF THE FL BLDG. CODE AND PREPARE A COMPLETE STRUCTURAL DESIGN FOR 0 
THE DUMPSTER PAD (INCLUDING FOOTING, 6'-0" MIN. HEIGHT CONC. BLOCK WALLS, BOND BEAM, WALL CAP, WALL SURFACE I 

"O 
0 TREATMENT, AND GATE POST & GATE DOOR SYSTEM) AND FOR THE APPROACH PAD, ALL MEETING THE MINIMUM CRITERIA SET 

FORTH IN THIS CITY STANDARD. . . / l---=---r------------.,....-----,-'-------------------,-------10 
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CITY OF OCALA DUMPSTER PAD D-6 1 
-~-~no-, ~ STANDARD MARCH 1, 2009 ' L------'-------------------'-------------...;_ ____ ........ vi ,a_ ___ 

PLAN 

CONC. BLOCK WALL - 2-#5 BARS 
SEE NOTE 3 BELOW CONTINUOUS 

BOLL'ARD 
1" CHAMFER 

2-#5 BARS 
CONTINUOUS 

9 
6"CURB 

• • • =- 4 

. .d · . 

90° LONG 
RADIUS BEND 

SECTION A-A 

COMMERCIAL DUMPSTER PAD TYPE 3-R 
NOTES: 

1. 'TYPE 3-R' DUMPSTER PAD IS FOR RESTAURANT FOOD WASTE APPLICATIONS ONLY. 

(lYP. BOTH SIDES) 

4" 0 HEAVY-DUTY AREA DRAIN 
(NEENAH R-4034-4 OR EQUAL) -
SET GRATE 2" BELOW APPROACH 
PAD PERIMETER ELEVATION 

PAVED SURFACE 

2-#5 BARS 
CONTINUOUS 

0:: b w ..... > 
0 
() 

:i 
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~ 

4" 0 MIN. SCH 80 PVCP TO CITY STD. 
498-2.2 'GREASE-OIL-SEPARATOR' 
(500 GAL. MIN. CAPACITY) -
THEN TO STORM SEWER 
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